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T E C H N I C A L D A T AC H E C K L I S T

MIG/MAG-, TIG- and electrode manual welding
2-step-, 4-step- and spezial 4-step operation
Spotwelding operation
Spotwelding time 0.5-5.0 s
Spezial 4-step operation

Start arc current adjustable 0-200%
Crater-fill current adjustable 0-200%
Slope adjustable 0.2-7.0 s

Wire-inch without current and without gas
Gas prew-flow adjustable 0-3.0 s
Gas post-flow time adjustable 0.5-4.0 s
Gas test button
Wire creep speed adjustable 0-100%
Burn-back time adjustable
Thermostat-controlled fan
Automatic cooling-unit cut-off

Synergic operation for pulsing and standard arc
Arc-length correction dial
Globule-shedding correction dial
Burn back pulsing programmable (perfect end of wire)
Welding programs are easy to find and to select
4 wheel drive system
Special programs from a wide databank
MIG-soldering
Up/Down (Power adjustable from the torch -
also while welding)

Digital ammeter
Digital voltmeter
Digital guideline-value display
Digital wire-feed speed indicator
Over and undervoltage indicator
Error-code indicator
Transition arc indicator
Operational readiness indicator
Diagram LCD-Display

Process-integrated quality assurance
Q-Master
Q-Vision
Disk-Docu

Power source TPS 330, TS 331* TPS 450, TS 450*
Mains voltage switchable ±10% 3x380/400/415 V 3x380/400/415 V
Mains fuso slow 25/ 20/ 20 A 32/ 32/ 25 A
Welding power 50% d.c. 13.9 kVA -
at 10 min. cycle 60% d.c. 12.3 kVA 22.3 kVA

100% d.c. 8.5 kVA 17.2 kVA
Cos phi 1 0.99 (330 A) 0.99 (450 A)
Efficiency 88% 90%
Welding current range stepless 3-330 A 3-450 A
Welding current at 50% d.c. 330 A -

60% d.c. 300 A 450 A
100% d.c. 210 A 360 A

Open-circuit voltage 70 V 50-80 V
Operating voltage MIG/MAG 10-40 V 10-40 V

TIG/Electrode 0-55 V 0-55 V
Protection class IP 23 IP 23
Type of cooling AF AF
Isolation category F F
Weight Power source 72 kg 78.5 kg

Trolley/console 25 kg 25 kg
* No pulsed-arc mode

with command value and storable
actual value (Hold-function)}

Wirefeeder VR 152
Feed motor 42 V/DC
Motor capacity 164 Watt
Gear ratio 24:1
Wire-feed dial 0.8-1.6 mm
Wire-feed speed 0-22 m/min
Protection class IP 23
Dimensions l/w/h mm 610/270/380
Weight 15.5 kg

Cooling unit FK 71
Mains voltage 2x380/415 V
Protection class IP 23
Cooling capacity 20° C 2400 W

40° C 1450 W
Throughput 3.51 l/min
Feeding level 25 m
Speed 50 Hz 2800 R/min

60 Hz 3200 R/min
Coolant volume ca. 7 l
Dimensions l/w/h mm 575/365/265
Weight 21 kg Te
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FR ONIUS SCHWEISSMA SCHINEN 
VERTRIEB GMBH & CO KG

Buxbaumstraße 2, P.O.Box 264, A-4602 Wels
Tel: +43/7242/241-0, Fax: +43/7242/241-394

E-Mail: sales@fronius.com
http://www.fronius.com


